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STUD MARKING AT CURVE LOCATION

STOP SIGN

SIZE OF WORD AS PER IRC:35-1997

RETRO-REFELECTIVE ROAD STUDS (RED)
STOP LINE

RETRO-REFELECTIVE ROAD STUDS (RED)
YIELD LINE

RETRO-REFELECTIVE ROAD STUDS (RED)
PEDESTRIAN CROSSING MARKING

NIGHT TIME SAFTY
GENERAL LAYOUT

(POSITION OF ROAD STUDS)

NOT LESS THAN 0.5m
NOT MORE THAN 1.25m

EDGE OF FOOTPATH/
CARRIAGEWAY

CENTER LINE MARKING
WHITE CENTERED ON
ALIGNMENT

EDGE OF PAVEMENT

STUDS (WHITE)

SOLID LANE MARKING

STANDARD LANE MARKING

RETRO - REFELECTIVE ROAD STUDS (WHITE)

WARNING LANE MARKING

TYPE - 1
GORE MARKING OVER 20m

TYPE - 2
GORE MARKING UNDER 20m

RETRO - REPLECTIVE ROAD STUDS (RED)

NOTES:-
1. All dimensions are in meters unless otherwise indicated.
2. Regarding road stud specification 19° titled one-way reflective road stud with
anchor and with1x43 glass elements etc. complete shall be provided at 1M c/c on
pedestrian crossing with red reflective panel as per EN 1463 and BSB73 Pa-UV
(1987).
3. road stud shall also to be provided at 9M c/c on edge lanes, lane line for a length
of leas (130m on the approaching side of  the intersection with white reflective panel
as per 85873 part-IV 91967) replaced partly with BS EN 1463-1:1998)
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Mahindra World City (Jaipur) Limited
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TYPICAL NIGHT TIME SAFETY
ROAD FEATURES
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Mahindra World City - Jaipur
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