
Location SBI
ROW 46.5
Road R-9 R-18 R-11 R-19 R6
Rmt 305 905 230 475 290
Unit

1 Excavation works

1.1

Excavation, preparation and consolidation of sub-grade for road and utility
corridor including surveying wherever necessary in any kind of soil, soft and hard
murum with boulders and soft rock, up to required depth with hydraulic excavator
of 0.9 cum bucket capacity including cutting and loading in tippers &
unloading, trimming bottom and side slopes, in accordance with requirements
of lines, grades and cross sections, including the cost of removing shrubs, logs,
roots, jungles if any, providing barricading arrangements and adequate safety
measures (excluding refilling) and transporting to the location shown by the
Engineer in charge watering, compacting, and consolidating the surface using
by vibratory roller 8 to 10 T capacity to achieve 97% of maximum laboratory dry
density (IS:2720 Part-8) with optimum moisture content etc and transporting
the surplus excavated earth for filling or disposal within the project boundary all
complete as specified and as per the direction of engineer-in-charge. (Payment shall
be made for the finished item of work after compaction based on original and
finished levels). The quoted rate shall include the disposal of excess soil within the
radius of 1.5 KM from work area as per direction of engineer-in-charge. all the
working spaces included. Ref Drawing no: MACE-P-946-R002, MWCJ_Road_P&P_2 &
MWCJ/Raod/Details/02, MWCJ/Raod/Details/04

CUM 3700 11000 3800 7700 6900 33100 -                    

1.2

Back filling with available suitable excavated earth within 500 mtr of work site

(excluding rock, shrubs, logs, roots etc.) in road, culvert, service area, sides of

foundations, Gabion wall, dry stone pitching etc. in layers not exceeding 20cm in

depth, consolidating each deposited layer by ramming and watering etc. and as per

the direction of engineer- in-charge. Ref Drawing no: MWCJ/Road/Details/01 &

MWCJ/Raod/Details/02, MWCJ/Raod/Details/04

CUM 1900 5600 2400 4900 5100 19900 -                    

2 GSB and WMM

2.1

Preparation and consolidation of granular sub-base (GSB) by providing close
graded Material conforming to Table 400-1, Grading I of MoRT&H & H (Fifth
Revision) specifications, in layers of maximum 150 mm. compacted thickness
over compacted sub grade, to achieve a minimum soaked CBR value of 30%
in accordance with standard specifications & Drawings including watering,
mixing in a mechanical mix plant at OMC, carriage of mixed material by tippers
to work site, for all leads & lifts, spreading in uniform layers of specified thickness
with motor grader on prepared surface and compacting by 8-10 M.T. vibratory
power roller to achieve the desired standard proctor density of 98% (IS:2720 Part
- 8) including surveying wherever necessary etc. complete as per Clause 401 of
MoRT&H specification and as per the direction of engineer-in-charge. (Payment to
be made for finished item of work after completion based on original and finished
levels) (180mm thick)
Ref Drawing no: MWCJ/Road/Details/01

CUM 680 2000 510 1050 640 4880 -                    

2.2

Providing, laying, spreading and compacting graded stone aggregate of size 75
mm- 53mm from approved quarry to Wet Mix Macadam (WMM) of 2 layers (125
mm compacted thickness of each layers laying of WMM by pavers)
specification with water to OMC in mechanical mix, carriage of mixed material by
tipper to site, laying in uniform layers in base course on a well prepared under base
and compacting with power vibratory roller to achieve the desired density including
surveying wherever necessary etc complete as per Ref. clause No 406 of MORT&H -
(Fifth Revision) and as per the direction of engineer-in-charge. - (250 mm thick) /
Ref Drawing no: MWCJ/Road/Details/01

CUM 910 2700 690 1420 870 6590 -                    

3 Prime coat to WMM -                    

3.1

Providing and applying prime coat over top surface of WMM, a single layer of low
viscosity liquid bituminous material of medium curing cutback quality of SS
(Slow setting emulsion) @ 0.7 kg. /sqm. (Ref. Clause No.502 of MORT&H-Fifth
Revision) includes cost of bitumen emulsion, cleaning the surface by mechanical
means and temporary covering on the Kerb to prevent bitumen spillage before
applying the prime coat. 

SQM 3360 9960 2530 5230 3190 24270 -                    

3.2

Providing and applying single tack coat of liquid bituminous material of RS (Rapid
setting emulsion) on existing W.M.M surface which is preparatory to another
bituminous construction over it as a tack coat @
0.25 kg / sqm. Area, as per Table No.500-5 of MoRT&H (Fifth Revision) specifications.
Including cost of bitumen emulsion, cleaning the surface by mechanical means and
temporary covering on the Kerb to prevent bitumen spillage before applying the
prime coat

SQM 3360 9960 2530 5230 3190 24270 -                    

 Quantity 

VOLUME-IV BOQ
MAHINDRA WORLD CITY , JAIPUR DTA-II

Total Qty Rates (Rs.) Amout
BOQ FOR ROAD WORKS DTA-II (PART-B) 40 & 47 Acres 24 32

S. 
No.

Description of items
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3.3

Providing and laying evenly graded Dense Bituminous Macadam (DBM 50mm
thick) 100-120 TPH batch type HMP producing an average output of 75 tones per
hour using crushed aggregates of specified grading, premixed with bituminous
binder of grade 60/70 @ 4.0 to 4.5 per cent by weight of total mix and filler by
weight of total mix and transporting the hot mix to work site, laying with a
hydrostatic paver finisher with sensor control to the required grade, level and
alignment, rolling with smooth wheeled, vibratory and tandem rollers of 8-10 M.T.
static weight including all material, labour and machinery with all leads and lifts
including surveying wherever necessary etc. complete including cost of bitumen as
per clause 505 of MoRT&H (Fifth Revision) specification and drawing, as per the
direction of engineer-in-charge. Ref Drawing no: MWCJ/Road/Details/01

CUM 168 498 127 262 160 1215 -                    

4 BC -                    

4.1

Providing and applying single tack coat of liquid bituminous material of RS (Rapid

setting emulsion) over the first layer of DBM surface which is preparatory to lay

another layer of DBM as a tack coat @ 0.2 kg / sqm. area and applying another layer

of single tack coat over the finished layer of DBM surface which is preparatory to lay

bituminous concrete as a tack coat @0.20 kg/sqm. Area, as per Table No.500-5 of

MORT & H (Fifth Revision) specifications. Including cost of bitumen and cleaning the

surface by mechanical means as per the direction of engineer-in-charge.

SQM 3360 9960 2530 5230 3190 24270 -                    

4.2

Providing and laying Bituminous concrete (BC) with 100-120 TPH batch type HMP
producing an average output of 75 tones per hour using crushed aggregates of
specified grading, premixed with VG-40 @ 5.5% (percentage by weight of total mix)
and lime filler @ 3% (percentage by weight of Aggregate) filler as per Job Mix
Formula, transporting the hot mix to work site, laying with a hydrostatic paver
finisher with sensor control to the required grade, level and alignment, rolling with
smooth wheeled, vibratory and tandem rollers to achieve the desired compaction as
per Clause No. 507 of MORTH specification,drawings, complete in all respects as per
the direction of engineer-in-charge . (25mm Thick) Ref Drawing no:
MWCJ/Road/Details/01

CUM 84 249 64 131 80 608 -                    

5 Safety Signages and Road Markings 0 -                    

5.10

Providing and Fixing of Road Reflective Studs with fastener with test certificate of

load capacity not less than 45 Tons. Size- 100X100X20mm. Ref Drawing no:

MWCJ/Road/Safety/03 (4mtr C/C both sides) 

Nos 153 517 115 302 201 1288 -                    

5.2

Providing and Fixing of Retro Reflectorised Signboard made out of Full Cube
Corner Micro prismatic grade conforming to IRC-67: 2012 & Type XI standards of
ASTM D 4956 Specification and fixed over 1.5 mm thick Aluminium sheet or 3 mm
Type-4 ACP and fixing the same with suitable sized aluminium alloy rivets and/or
bolts & nuts to back support frame of M.S angle iron of size 35x35x3 mm to a
Vertical post made up of M.S Square Steel Hollow Section of size 50x50x3 mm (SHS)
(4.39 KG/M) - Tata /Sail/Jindal Make with preparation of Surface/free from weld
slags , two coats of Zinc chromate Primer & Two coats of Synthetic enamel paint
(Yellow & Black) including Concrete foundation of M- 20 Grade Concrete of size as
per attached drawing, specifications & as directed by Engr.-in-charge , All complete
including Cost of Labour, Material, Accessories, Fittings, cleaning, welding, nut &
bolts, Transportation, loading-unloading, etc. 
For following Signage Sizes; Ref Drawing no: MWCJ/Road/Safety/04A/B/C
Note :- Cost of supply of M.S Angle of size 35x35x3 and MS Square Hollow Section of size
50x50x3 mm to be included in the quoted rates

-                    

a Sign boards Octagon - 750 mm (Ref S-01) Nos 0 1 0 1 1 3 -                    
b Sign boards Triangle - 600 mm (Ref S-02) Nos 0 1 0 1 0 2 -                    
c Sign boards Triangle - 750 mm (Ref S-06,07,08,09) Nos 2 3 0 3 2 10 -                    
d Sign boards Circle - 600 mm (Ref S-03,04,05,10) Nos 7 5 3 7 2 24 -                    
6 Misc Items -                    

6.1

Concrete Kerb Stone- Providing and fixing Pre-cast cement concrete kerb stone
with top and bottom width 115 and 150 mm respectively, 300 mm high of M-25
grade in position to the required line ,level and curvature jointed with cement
mortar 1:3 (1 cement : 3 coarse sand) including making joints with or without
grooves ( thickness of joints except at sharp curve shall not to more than 5mm)
including 100 mm thick, M10 bedding concrete foundation having 68 mm
projection beyond kerb stone, making drainage opening wherever required
complete including finish the surface neatly, shape and dimensions as per
drawing, curing and groove cutting for expansion at regular intervals all complete
as per clause 409 of MoRT&H (Fifth Revision) specification and as per the
direction of engineer-in-charge. (length of finished kerb edging shall be measured
for payment). ( precast C.C kerb shall be approved by Engineer in charge) Ref
Drawing no: MWCJ/Road/Details/01

Meter 610 1810 460 950 580 4410 -                    

6.2

Providing and fixing at or near ground level factory made Pre-cast (Kerb) channel
slab of M-30 grade using Min. Total cementitious content of 390Kg (upto 35% fluash
or upto 70% GGBS allowed) of size 300x600x100 mm, including setting in position in
drain at the end of the road to the required level and line over 100 mm thick, M10
bedding concrete foundation, having joint thickness not more than 5mm except on
curve, including filling of joints with same cement mortar and making grooves etc.
complete as per drawings and direction of Engineering-charge. Ref Drawing no:
MWCJ/Road/Details/01

Meter 610 1810 460 950 580 4410 -                    
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6.3

Supply and installation of cast in-situ/ Pre cast catch basin/ inlet chamber / gully
pit drain chamber box of clear size 300 mm x 400 mm x 450mm(depth) clear
size at 20m interval of minimum 150mm wall thickness, bottom slab of 100 mm
thickness over 100 mm thick M10 concrete bed with perforated drain cover of 250 x
350 mm size and 150 mm thickness (clear) complete including cost of core cutting
fixing of drainage pipe and packing with non shrink grout as per attached design
/drawing and directions of Engineer-in-Charge. Ref Drawing no:
MWCJ/Road/Details/03

Nos 32 92 24 48 30 226 -                    

6.4

Providing and laying uPVC pipes of 110 mm ID to dewater Catch Pit/ inlet
chamber / gully pit / median drain of approved make like Kissan/ Prince / Supreme
as per I.S:4985-1988 at every 20 meter. center to center distance with proper
bedding for joints, for diverting flow of storm water from road surfaces through
catch basins to storm water drain to be fixed in position as shown in drawing
including trenching, refilling & testing of joints with solvent cement etc. complete in
all respect (Class-IV, 4Kg/Sq.cm working pressure) and as per the direction of
Engineer-in-charge. Ref Drawing no: MWCJ/Road/Details/03

Rmt 64 184 48 96 60 452 -                    

6.5

Providing and applying 2.5 mm thick road marking strips for center line and stop

line (retro reflective) of specified shade/ colour using hot thermoplastic material by

fully/ semi automatic thermoplastic paint applicator machine fitted with profile shoe,

glass beads dispenser, propane tank heater and profile shoe heater, driven by

experienced operator on road surface including cost of material, labour, T&P,

cleaning the road surface of all dirt, seals, oil, grease and foreign material etc.

complete as per drawings and direction of Engineer-in-charge and accordance with

applicable specifications. Ref Drawing no: MWCJ/Road/Safety/01 & 02                                                                        

SQM 92 272 69 143 87 663 -                    

6.6

Providing and applying two coats with Synthetic enamel Paint for kerb stone of

approved brand and shade on concrete surface including priming coat with Dulux

Weathershield Primer after thoroughly brooming the surface free from mortar drops

and other foreign matter including preparing the surface even and sand paper

smooth, cost of materials, labour etc. complete as per specifications, drawings

and  direction  of  Engineering-charge.- For Kerb stone 

SQM 260 760 200 400 250 1870 -                    

6.7

Construction of 200 mm thick Solid concrete Block rectangular manhole chamber
of internal size 900 x 1200 mm upto 1.5 M depth including reinforced cement
concrete M20 grade cover slab , inside and outside cement plaster 12 & 20 mm thick
with cement mortar 1:4 (1 cement : 4 coarse sand) finished with a floating coat of
neat cement, foundation concrete PCC M15 grade Plain Cement Concrete (PCC) of
150 mm thickness using Min. 300 kg total cementitous content, C.C. benching and
pipe connections complete including earth work excavation and refilling with the
excavated earth after completion of the work necessary water proofing and
centering, shuttering etc all complete as per as per drawing (Sulphate resistant
cement should be used for all cement works) as per drawings and direction of
Engineer. ( Including cost of Cement and wastage). Ref Drawing no:
MWCJ/Road/Details/02

Nos 8 4 2 8 4 26 -                    

6.9

Providing orange colour safety foot rest of minimum 6 mm thick plastic
,encapsulated as per IS : 10910, on 12 mm dia steel bar conforming to IS: 1786,
having minimum cross section as 23 mm x25 mm and over all minimum length 263
mm and width as 165 mm with minimum 112 mm space between protruded legs
having 2 mm tread on top surface by ribbing or chequering besides necessary and
adequate anchoring projections on tail length on 138 mm as per standard drawing
and suitable to with stand the bend test and chemical resistance test as per
specifications and having manufacture’s permanent identification mark to be visible
even after fixing, including fixing in manholes with 30x20x15 cm cement concrete
block 1:3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate 20 mm nominal
size) complete as per design.
Ref Drawing no: MWCJ/Road/Details/02

Nos 32 16 8 32 16 104 -                    

6.10

Providing & Laying non pressure NP3 class medium duty R.C.C pipes in road
crossing over 300 mm wide M10 PCC bed of 100mm thickness, haunching of pipe
with M10 concrete including Spigot and socket jointed with stiff mixture of cement
mortar in the proportion of 1:2 (1 cement :2 fine sand) including testing of joints etc.
complete under road for heavy traffic - 300 mm dia. R.C.C. pipe as per the

direction of Engineer-in-charge. (pipe for Water Supply, Electrical Systems , Ducting

and etc.). Ref Drawing no: MWCJ/Road/Details/02

Meter 80 100 150 240 60 630 -                    

6.11

Providing & Laying non pressure NP4 class medium duty R.C.C pipes in road
crossing over 300 mm wide M10 PCC bed of 100mm thickness, haunching of pipe
with M10 concrete including Spigot and socket jointed with stiff mixture of cement
mortar in the proportion of 1:2 (1 cement :2 fine sand) including testing of joints etc.
complete under road for heavy traffic - 300 mm dia. R.C.C. pipe as per the
direction of Engineer-in-charge. (Sewer road crossing). Ref Drawing no:
MWCJ/Sewer/02 & 03

Meter RO RO RO RO RO 0 -                    

6.12

Providing & Laying non pressure NP4 class medium duty R.C.C pipes in road
crossing over 1343 mm wide M10 PCC bed of 100mm thickness, haunching of pipe
with M10 concrete including Spigot and socket jointed with stiff mixture of cement
mortar in the proportion of 1:2 (1 cement :2 fine sand) including testing of joints etc.
complete under road for heavy traffic - 450 mm dia. R.C.C. pipe as per the
direction of Engineer-in-charge. (SWD road crossing). Ref Drawing no:
MWCJ/Road/Details/04

Meter RO RO RO RO RO 0 -                    

Page 3 of 4



Rmt 305 905 230 475 290
Unit  Quantity 

S. 
No.

Description of items

6.13

Providing & Laying non pressure NP4 class medium duty R.C.C pipes in road
crossing over 1650 mm wide M10 PCC bed of 100mm thickness, haunching of pipe
with M10 concrete including Spigot and socket jointed with stiff mixture of cement
mortar in the proportion of 1:2 (1 cement :2 fine sand) including testing of joints etc.
complete under road for heavy traffic - 600 mm dia. R.C.C. pipe as per the
direction of Engineer-in-charge. (SWD road crossing). Ref Drawing no:
MWCJ/Road/Deetails/04

Meter RO RO RO RO RO 0 -                    

6.14

Providing and laying 150 mm thick Rubble soiling below foundations including

hand packing, laying in proper grade, in line & level, with 63 mm and 40 mm metal

soiling and compacted it with walk behind roller/Plate Compactor upto 2 ton

capacity and spreading, filling the interstices quarry stone dust and grit/crushed

stone chips, including watering, consolidation by ramming, Required sub base soil

preparation including levelling and compaction with Plate Compactor etc. complete

as per drawing, specification and as directed by Engineer incharge.

CUM 6 7.5 11.25 18 4.5 47.25 -                    

6.15

Providing & Laying of Lean Concrete (PCC) 15 cm thick in Ready mix M15 as shown

in the drawing . The side of the lean concrete can be inclined upto 15 degress and

therefore no formwork is necessary. The rate has to include all works and materials

to fulfill the task including curing of the concrete. 

CUM 5 6 9 15 4 39 -                    

6.16

Supply of Factory made RCC Precast elements (Inside Dimensions- BxH )as listed

below- Product should be confirming to Required load carrying capacity including

reinforcement Fe500 Grade, OPC 53 Grade Cement, smooth finish as per approved

sample with necessary haunches, grooves for jointing, curing arrangements, special

in built insert, sleeves at appropriate location as specified in drawing for fixing, lifting

including mechanical means, loading, transportation at site including all leads, lifts.

Precast Elements- Flume with Lid Covers/Box Culverts for Surface Storm Water Drain

of various sizes (in metres)

2000 x 1200 mm Box Culvert

Rmt. 13 13 -                    

Total Amount For Service (Rs.)                 -                      -                   -                   -                   -                         -   
CGST on Services @ 9%                 -                      -                   -                   -                   -                         -   
SGST on Services @ 9%                 -                      -                   -                   -                   -                         -   
Total Amount with tax (Rs.)                 -                      -                   -                   -                   -                         -   
Cost in Lacs                 -                      -                   -                   -                   -                         -   
Note:-

1
2
3

Rate should be  inclusive of cess,all charges ,labour charges except GST, which shall be paid extra as applicable.
Time is essence of the Contract. Work to be completed within 90 days.
Any extra Items /increase in qtys. other than BOQ shall be pre-intimated before execution. Such Items shall be recorded in Site Instruction book.
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