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Book-2  
(Earth Works) 

 
TECHNICAL SPECIFICATIONS  
 

PREAMBLE 
 

1 The Technical Specifications referred herein shall be read in conjunction with the other 

Bidding Documents  

2 The Technical Specification governing the works shall be “Specification For Road and 

Bridge Works (Fourth Revision) of Ministry of Shipping, Road Transport & Highways 

(MORTH), Indian Road Congress Publications (IRC) and relevant Indian Standard (IS) 

codes. 

3 EXECUTION OF WORK 

3.1 The work shall be carried out in conformity and co-ordination with the Architectural, 

Road, Electrical, Telecom, Structural, Public Health Engineering and other specialised 

service & drawings issued to the Contractor. It would be the responsibility of the 

Contractor to co-ordinate the work with other disciplines and execute the work 

accordingly. No claim for re-doing of work, idle wages, and wastage of labour, 

material and machinery, damage to works by any other agency or any other claim 

whatsoever would be entertained.  

3.2 The Contractor shall co-operate with all other trades and agencies working on the site.  

He shall make provision for hangers, sleeves, structural openings, diversions and other 

requirements well in advance to prevent hold up of progress of the construction 

schedule of the work for other agencies working at the site. 

3.3 On award of the work, the Contractor shall submit a schedule of completion in the 

form of a PERT chart and bar chart for approval of the Engineer-in-charge. All dates 

and time schedule agreed upon shall be strictly adhered to, (within the stipulated time 

of completion/commissioning. The specified phasing, if any, and stages of handing 

over of the completed works will be decided by the Engineer-in-charge). 

3.4 If part of site is not available for any reasons or there is some unavoidable delay etc., 

the programme shall be modified without any extra claim or compensation. 

4 DRAWINGS 

4.1 Contractor shall verify all levels and dimensions at site before starting the 
work and bring to the notice of the Engineer-in-charge all discrepancies or 
deviations, if any noticed. The decision of the Engineer-in-charge shall be final. 

4.2 All drawings supplied with the tender shall be returned in good condition 
along with the tender offer. 

4.3 Any drawings issued by the Engineer-in-charge for the works are the property of the 

Engineer-in-charge and shall not be lent, reproduced or used on any works other than 

intended without the written permission of the Engineer-in-charge in writing. 
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4.4 The Tender drawings provided for tendering purposes shall be as contained in the 
Tender Documents and shall be used as a reference only. The Contractor 
should visualise the nature and type of work contemplated and ensure that the 
rates and prices quoted by him in the Schedule of Quantities have due 
consideration of the qualitative and quantitative variations, as may be found at 
the site and complexities of work involved during actual execution / 
construction. 

4.5 Two copies of drawings, on the basis of which actual execution of work is to 
proceed, shall be furnished free of cost to the Contractor progressively 
according to the work programme submitted by the Contractor and accepted 
by the Engineer-in-charge. 

 

5 INSPECTION AND TESTING OF MATERIALS 

5.1 Contractor shall be required, to produce the manufacturers test certificate (in 
original) for the particular batch of materials supplied to him.  The tests carried 
out shall be as per the relevant Indian Standard Codes. 

5.2 For examination and testing of materials and works at the site, the Contractor 
shall provide and arrange all testing and measuring/gauging equipment 
necessary for the requisite test as may be required to be carried out by the 
Engineer-in-charge  at the site or Laboratory at the cost of Contractor but not 
limited to the following:  

a) Theodolite 

b) Dumpy level 

c) Steel tapes 

5.3 All such equipment shall be tested for calibration at any approved laboratory 
at regular intervals as required by the Engineer-in-charge to the entire 
satisfaction of Engineer-in-charge, at the cost of the Contractor. 

6 METRIC CONVERSION 

6.1 All dimensions and sizes of materials and equipment given in the tender 
document are in metric unit. 

6.2 Any dimension given in the tender having changed due to metric conversion, 
the nearest equivalent sizes as per Indian Standards shall be acceptable 
without any additional cost. 

7 REFERENCE POINTS 

7.1 Contractor shall provide and maintain permanent bench marks, flag tops and 
other reference points for the proper execution of work. These shall be 
preserved till the end of the work at Contractor’s cost. 

7.2 All such reference points shall be in relation to the levels and locations given in 
the Architectural and Public Health Engineering drawings. 
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8 REFERENCE DRAWINGS 

8.1 The Contractor shall maintain one set of all drawings issued to him as 
reference drawings at the project site. These shall not be used on site or placed 
in rolls at site. 

8.2 All corrections, deviations and changes made on site shall be shown on these 
reference drawings for final incorporation in the completion drawings. All 
changes to be made there in shall be initialed by the Engineer-in-charge. 

9 SHOP DRAWINGS 

9.1 The Contractor shall submit to the Engineer-in-charge four copies of the shop 
drawings, for his scrutiny and approval. 

9.2 Shop drawings shall be submitted with the following details:- 

a) Cross section of all the sections.    

b) Longitudinal profile of all the sections including chainage details.              

10 COMPLETION DRAWINGS 

10.1 On completion of work, Contractor shall submit soft copy/ one complete set of 
original tracings and one reproducing tracing film with two prints of “As 
Built” drawings to the Engineer-in-charge. These drawings shall have the 
following information: 

a) Plan showing the details of all the sections of works. 

b) L-sections showing N.G.L and Final formation level. 

10.2 Completion certificate shall not be issued unless the as-built drawings are 
submitted as indicated above. 

11 SITE CLEARANCE AND CLEANUP 

11.1 The Contractor shall, from time to time clear away all debris and excess 
materials accumulated at the site , as desired by the Project Manager. 

11.2 After the systems have been executed, tested and commissioned, Contractor 
shall clean-up the same and remove all plaster, paints stains, stickers and other 
foreign matters of discoloration leaving the same in a ready to use and in neat 
condition. 

11.3 On completion of all works, the Contractor shall demolish all stores and 
temporary works remove all surplus materials, tools & labourers/ workmen 
and leave the site in a broom clean condition, to the satisfaction of Project 
Manager failing which the same shall be done at the  risk and cost of the 
Contractor. 

 


