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(2) Do not scale from the drawing.

(3) All dimensions are in millimeters
and levels are meters unless noted
otherwise. All dimensions to be
verified on site & approved by the
engineer.

LEGEND:-
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NOTE:-

Minimum footpath / cycle track (over storm water
drain) width shall be provided 2000mm

_ Considered | Commercial vehicles arrived _ _ _ _ 500 mm thick sub-grade - minimum | Minimum soaked CBR _
Road width | “2S21°N | commercial | based on master planner | Traffic | Design life | Arrived | CBR of 8% (Soaked) considered as | - value for soil below | Arrived
SI. No |Road wi of road vehicles at report - (ultimate traffic QFOW'_[h rate| in years Msa | per IRC: 37-2012. Sub grade CBR | sub-grade considered | effective
initial period considered at 10th year) | considered value needs to be ensured before as confirmed by CBR
in Nos. laying of pavement layers. Geotechnical agency R2 | Revised as per VC meeting held on 17.5.2017 | 27.05.2017
1 64m |Phase-I| 3770 Nos. 9766 Nos. 10% 10 49 8% 7% 7% R1 Road nomenclatures modified 24.12.2016
Rev Description Date
ICLIENT :
== P ‘
Mahindra woRLD cITy
Mahindra World City Jaipur limited.
PROJECT CONSULTANT :
Mahindra
Consulting Engineers
TEL:044—42404477,28542326 Mahindra Towers.
FAX:044—-28542324 Ground Floor, No.17/18,
e—mail:mace@mahindra.com Pattullous Road,
Website:www.mahindramace.com Chennai—600 002.
PROJECT TITLE :
Mahindra World City - Jaipur
DTA-II
DWG. TITLE :
Typical cross section of 64m wide
central spine road - (phase - 1)
Scale: Size: Date: Sheet:
NTS A2 28.11.2016 1 0of 1
Job No.: Drawing No.: Rev:
MACE-P946 MACE-P946-R-003 R2
S 3 9 10 11 12



AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
This drawing is the property of Mahindra Consulting Engineers Ltd,(MACE) Chennai India and must not be passed on to any body not authorized by MACE neither to receive it nor to be copied or otherwise made use of either in full or in part by such person or body without the prior permission in writing. This drawing cannot be handed over to a third party or used for any purpose, other than that for which it has been intended.

AutoCAD SHX Text
All dimensions are in millimeters and levels are meters unless noted otherwise. All dimensions to be verified on site & approved by the engineer.

AutoCAD SHX Text
(1)

AutoCAD SHX Text
(2) Do not scale from the drawing. 

AutoCAD SHX Text
(3)

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
Mahindra Towers.  Ground Floor, No.17/18, Pattullous Road, Chennai-600 002.

AutoCAD SHX Text
TEL:044-42404477,28542326  FAX:044-28542324  e-mail:mace@mahindra.com  Website:www.mahindramace.com

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B


	Sheets and Views
	Road  cross section (64m)


