
PAVEMENT DETAILS FOR 64.00 M WIDE ROAD 

Proposed 40mm thick bituminous concrete with (PMB - 40)

Proposed 90mm thick dense bituminous macadam

Existing 250mm thick wet mix macadam

Existing 230mm thick granular sub base

Existing Subgrade CBR - 8%

(minimum as per IRC 37-2012)

14630 BC & DBM

15947 WMM

16407 GSB

19406 SUBGRADE

10260

10954

11690

12049

12649

6760

7454

8190

8550

9150

PAVEMENT DETAILS FOR 32.00 M WIDE ROAD 

Proposed 25mm thick bituminous concrete with (PMB - 40)

Proposed 50mm thick dense bituminous macadam

Existing 125mm thick wet mix macadam - I

Existing 180mm thick granular sub base

Existing Subgrade CBR - 8%

(minimum as per IRC 37-2012)

PAVEMENT DETAILS FOR 24.00 M WIDE ROAD 

Existing 125mm thick wet mix macadam - II

Proposed 25mm thick bituminous concrete with (PMB - 40)

Existing 50mm thick dense bituminous macadam

Existing 125mm thick wet mix macadam - I

Existing 180mm thick granular sub base

Existing Subgrade CBR - 8%

(minimum as per IRC 37-2012)

Existing 125mm thick wet mix macadam - II

KERB STONE DETAIL FOR 64.00 MEDIAN SIDE

KERB STONE DETAIL FOR 64.00 DRAIN SIDE

KERB STONE DETAIL FOR 32 & 24.00M
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BITUMINOUS CONCRETE

DENSE BITUMINOUS MACADAM

WET MIX MACADAM-I

GRANULAR SUB BASE

BITUMINOUS CONCRETE

DENSE BITUMINOUS MACADAM

WET MIX MACADAM-I

GRANULAR SUB BASE

BITUMINOUS CONCRETE

DENSE BITUMINOUS MACADAM

WET MIX MACADAM-II

GRANULAR SUB BASE

WET MIX MACADAM-I

PRECAST KERB STONE

150 X 300 X 600

IN M-25 GRADE

PRECAST CHANNAL

100 X 350 X 600

IN M-25 GRADE

PRECAST KERB STONE

150 X 300 X 600

IN M-25 GRADE

PRECAST CHANNAL

100 X 350 X 600

IN M-25 GRADE

PCC IN M-15 GRADE

PRECAST KERB STONE

150 X 300 X 600

IN M-25 GRADE

PCC IN M-15 GRADE
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GENERAL NOTES:

NOTES:-

1. CBR value of 8% for sub grade considered

for design as confirmed by MWCJL &

Geo-technical agency.

2. CBR value of 7% for soil below sub grade

considered for design as confirmed by

MWCJL & Geo-technical agency.
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64m,32m & 24m wide road (Phase - I)
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