MAHINDRA WORLD CITY, JAIPUR

BoQ for Repairing of Trench, Vinyl flooring, Tiles, Sand stone in Basement, Food Court, Amphitheatre at Evolve in Multi-Products SEZ.

Sr No | Description of Work Unit Qty Rate Amount

A) Trench Cover- Basement

Providing, Fixing and Fabrication of Angles of Size ISA 75X75 6mm thickness along drain on
1 both sides With PVC/ Rubber Cap For Angle, Groove Cutting & Refilling Of Tarcol Anchor RMT 50 -
Fastener Etc as per drawing and direction of engineer-in-charge.

Providing and Fixing Perforated R.C.C. Pre Cast Slab With Angle Frame, reinforcement binding
2 and fixing and re plaster in Side Drain as per drawing and direction of engineer-in-charge. RMT 50 -
(Contractor needs to submit BBS for approval from MW(].)

Dismantling of existing drain and Stacking of Steel at place as per direction of engineer in

3 RMT 50 -

charge.

Providing and Fixing Perforated R.C.C. chamber cover size 4'10"x4'10"- 4nos, 4'11"X4'11" -
4 1no., 4'11"X4'11" -1no, as per drawing and direction of engineer-in-charge. Nos 6 i

Total (A) -
B) Vinyl flooring Dinning and Gym Area

Providing and laying 2 mm thk homogeneous vinyl flooring for areas as indicated. Joints to be

perfect machine like straight cut without jagged edges, welded at joints. The Surface to be

smooth and in level without any bubbles or creases. The rate to be inclusive of any levelling

required due to undulations in the floor.
1 Vinyl Flooring - Type 1- Dining Area Make: Gerfloor Mepolam series Sgmtr 216.00 -
2 Vinyl Flooring - Type 2- Dining Area Make: Gerfloor Mepolam series Sqmtr 92.90 -
3 Vinyl Flooring - Type 3- Gym Area Make: Gerfloor Modern mix chocolate Sgmtr 10.68 -
4 Removing of Vinyl floor, dismantling of tiles and dispose of debris in 1km lead. As per direction Sqft 4000 i

of Engg. Incharge

Total (B) -

C) Amphitheatre Flooring and Misc. work

Sandstone work (Beige Sandstone): Supply and fixing of Beige Sandstone as per dig on
1 cement mortar 1:3mix ,cost including all materials to site, all labour charges and other
necessary charges to complete.

i) 20mm thick polished finish flooring & skirting laying Sgmtr 60 -

Providing and laying of Antiskid Vetrified tile for Floor Size: 2'x2", shade and pattern as

5 approved by MWC] Engg. double charge, 12mm average thick bed of cement mortar 1:4 (1 Saf 11108
t -

cement : 4 coarse sand) including cutting, grouting the joints, joint filling with cement mortar a

mixed pigment match with tile shade etc. complete in all respects as per pattern and drawing.

3 Dismantling and removing of tiles/walls and stone in amphitheatre and smoking zone area and Saft 12000
dispose of debris in lead of 1km. As per direction of Engg. Incharge a

Providing and constructing brick masonry (230mm thick) using selected quality Flyash brick
of 1 class laid in cement mortar 1:4 (1 cement : 4 coarse sand) mix, joints finished, flush /
raked to 6mm depth including providing scaffolding, curing, complete as per specification and
drawing or as directed by Project Engg.

Cum 15 -

Internal Wall Plaster: Providing and applying 12 to 15mm thick (average) plaster to masonry
walls in cement mortar 1:5 (1 cement : 5 fine and coarse sand in equal proportion) finished
smooth including scaffolding, curing, making grooves at desired location etc. complete as per
drawing.

Sqmtr 56 -

External Wall Plaster: Providing and applying 20 mm thick external cement plaster in two
coats under layer 12 mm thick cement plaster 1:5 (1 cement : 5 coarse sand) finish rough with
6 sponge, finished with a top layer 8mm thick cement plaster 1:6 (1 cement :6 fine sand) Sqmtr 56 -
including scaffolding, curing, neat cement slurry between two layer etc. complete as per
drawing.

Providing and Fixing Stair Railing, Stainless Steel Handrail for Stair Railing Size: Length: 100cm
/120cm, crossbar: 3(@1.2 cm), Post: 3, height: 105cm, armrest tube and column tube: @#5.08
cm, Floor thickness: @0.6 cm Crossbars(Size:100cm) Material: stainless steel 304, floor-
mounting with included metal plugs

RMTR 6 -

Providing and fixing Wooden railing first class Beech wood hand rail of size 85x35mm as per
design fixed on MS rail with silicone coating over wooden handrail in desired shade and finish,

- . RMTR 8 -
necessary hardware, fixing arrangement etc complete as per drawing.

Providing and applying of Wooden railing Polish with silicone coating on Beech wood hand rail

of size 85x35mm. RMTR 146 -

Providing and fixing of MS door frame with Single component, gun high yield multipurpose
expandable polyurethane foam sealent (Keep a gap of minimum 10mm and maximum 20mm
between and door frame. Substrates should be clean and free of dust and grease but can be
moist. Loose parts must be removed and if necessary primer must be used (e.g. old plaster)
Slightly humidify the surface & door frame before applying the foam- Mccoy make Soudal
Soudafoam 1K PU Foam.

10 Nos 6 -

Providing and fixing of galvanized steel Door frame 8'x4'x.06° 18 Gauze - Food Court store
room

11 Nos 1 -

Providing & Fixing Aluminium Square Pipe 25mm x 6mm thick- Lift loby windows B1 & B2

12
Towers

RFT 100 -

13 |Provding and fixing MS ladder. 20" height for Overhead tank. Nos 2 -

Total (C) -

Grand Total (A+B+C) -

Note:-
1. Rate is inclusive of cess,all charges ,labour charges except GST, GST is nil in SEZ.
2. Time is essence of the Contract. Work to be completed within 60 days.

3. Any extra Items /increase in qtys. other than BOQ shall be pre-intimated before execution. Such Items shall be recorded in Site Instruction book and same shall be paid as
per approval by Engineer-in Charge based on proper rate analysis (in case of extra items) by Contracts Deptt and the same shall be paid in final invoice.

4. Bidder has to take LUT/ Bond for working in SEZ.
5. Payment with 21 day of submission of RA Bills with all relative Compliance Documents.




